ACUDOR

GDD PRODUCT INFORMATION

GDD

DUCT DOOR

for Grease Ducts

¢ (UL ) uisten

Application

« Access door for installation into
grease ducts

« This door meets or exceeds
requirements of all mechanical
codes

Product Features
« Boltin unit easily installed into
existing duct work
« Duct cutout template included
« No bolts penetrate to the interior of the duct
« Two handles for easy removal and installation

GDD STANDARD SIZES

ACCESS PANEL
DO NOT OBSTRUCT

LISTED
3RS9
File No. MH19744
NFPA #96
UL1978

MODEL PANEL PANEL STUD HOLE SIZE MTG

NO. OUTSIDE DIMENSION HEIGHT HEIGHT Inches (mm) STUDS

A B C D E P (NUTS)
FGGD0707 10" (254mm) 10" (254mm) 5" (13mm) 1" (25mm) 7”(178mm) 7" (178mm) 4
FGGD0O712 10" (254mm) 15" (38Tmm) 5" (13mm) 1" (25mm) 7" (178mm) 12" (305mm) 6
FaGD720 10" (254mm) 23" (584mm) 5" (13mm)  17(25mm) 7" (178mm) 20" (508mm) 10
FGGD1212 15" (38Tmm) 15" (38Tmm)  .5"(13mm) 1" (25mm) 12" (305mm) 12" (305mm) 8
FGDD1220 15" (38Tmm) 23" (584mm) .5"(13mm) 1" (25mm) 12" (305mm) 20" (508mm) 14
FGGD1620 19" (483mm) 23" (584mm) .5"(13mm) 1" (25mm) 16" (406mm) 20" (508mm) 16
FGGD2020 23" (584mm) 23" (584mm) .5”(13mm) 1”(25mm) 20" (508mm) 20" (508mm) 16

For detailed specifications see submittal sheet

UL and ULC listed access door for
installation into kitchen exhaust system

Wing Nuts —»w
1
'
Door Panel :
16 GA (.063)
Galvanized Steel

for Fire Tight

/ Seal

NOTE:
Gasket is High
Temp bonded
to the front

E-Clip '
' panel

holds back
frame to duct s
for each stud s

**Access Panels over
7" x 7" (178mm x 178mm)

| have a 1/2" 13mm) turndown to
add rigidity to the panel. Smaller
sizes do not have a tumdown.

Back Mounting Frame
16GA (.060) Mild Steel
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